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EVO 8 Intercooler
Installation 
1. Have the car jack up so there is enough room to pull out old intercooler and put new one in with proper jack stands

2. Remove negative cable from battery.

3. Take the bottom panel that covers the bottom of the engine. There are lots of plastic screws, so this will take time. Remove the small ground effect off the front bumper which has philips screws. This is removed for easier install.

4. Take intercooler coupler off  on each side of the factory intercooler

5. Remove the bolts (12mm) from side brackets

6. With the hood open, take out all the top clips and screws of the bumper to access to the top mounting bracket. Remove the nut (12mm) from the top bracket.

7. This is the time where you would need another person to help out pull out the intercooler so nothing gets damage.

8. The new intercooler has supplied you brackets. Put only the side ones on. Followed in this order: bracket, flat washer, lock washer, than screw

9. With help from another person, carefully put the new intercooler in without damaging anything. Put the two side brackets bolts in only finger tight. 

10. This part little more tricky put the top bracket on while prying back of the top bumper. Tighten up top bracket bolt. Put all screws and clips back on the bumper.
11. Tighten the side brackets up.
12. Put the ground effect back on.

13. The bottom panel needs to be cut down where the intercooler sits by cutting out where intercooler is. Then smooth out the front part to even it out.

14. Reconnect battery. Remove jack stands.

15. Take it for a spin.

